
SEDA 
FPCS (Fire Protection 

Camera System) 
527879

Safety thermal image camera monitors 
work & storage areas with non-defined and 
critical lithium-ion accumulators

World leader in vehicle 
de-pollution technology

SEDA-Umwelttechnik GmbH
Schwendter Str. 10 / 6345 Kössen / Tirol / Österreich
UID-Nr.: ATU56621622 / FB-Nr.: FN 231790 v / FB-Gericht: Innsbruck
Zertifizierter Betrieb nach DIN EN ISO 9001

P:	 +43 5375 6318-0
F:	 +43 5375 6318-9
E:	 info@seda.at
W:	 www.seda-international.com

ORDER INFORMATION 
527879  SEDA Fire Protecti-

on Camera System

TECHNICAL DETAILS 
Dimensions:	 600 x 600 x 350 mm
Power supply:	 230 V / 50 Hz 13 A
Camera connection:	PoE
Triggering temp.:	 68°C 
Signal:	 98 dB	

        Your benefits:
• �Constant automatic

surveillance
• �Preventive recognition

of thermal spots
• �Preventive signal and

visual warning
• �Function of time-reset

of false alarms
• �Automatic recording

of emergency cases
• �High-quality Germanium

lenses

+

Components:
• Thermal IP camera
• �Electric cabinet with 23.8“ screen, NVR-recorder, network switch

PoE, Siemens control unit, operation light, reset switch and break
glass button for manual release.

• 6 m RJ45 - network cable
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